
500 W. TIMBERLINE DRIVE 
BUILDING 10 0 , HAZLETON, PA

140,400 SF AVAILABLE
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BU
ILD

IN
G 

10
0 BUILDING INFO

Available SF 140,400

Office To Suit

Minimum Clear Ht 40’

Configuration Cross Dock

Dock doors 10

Drive-in doors 2

Dimensions 540’ x 260’

Column Spacing 50’ X 52’  70’ Speed Bay

Lighting LED @ 30 FC

Sprinkler ESFR

Trailer Parking 20

Car Parking TBD

Floor Slab 7”

Construction Reinforced Tilt-Wall
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�
Paint interior of all w

arehouse w
alls "flat w

hite" full height.
�

Furnish and install 6" standard vinyl cove w
all base on all w

arehouse w
alls.

�
D

ouble keyed locks are not perm
itted on any required exit.

�
All exit and em

ergency lighting are subject to an on-site inspection.
�

Egress illum
ination shall be provided at an intensity of not less than 1 foot candle

(fc) at floor level and at the exterior of the building.
�

M
echanical roof top units (rtu's) shall have an accessible G

FC
I outlet(s) per code.

�
Provide electrical outlets at 15" A.F.F. to the low

est outlet per AD
A / AN

SI.
�

All electrical outlets w
ithin 6'-0" of any w

ater source shall be G
FC

I protected.
�

Building construction m
ust com

ply w
ith all requirem

ents of AD
A / AN

SI
accessibility guidelines.

�
Provide 44" m

in. clear w
idth in all exit passagew

ays.
�

Exit doors shall be openable from
 the inside w

ithout the use of key, any special
know

ledge, or effort.
�

Any new
 exterior utility service equipm

ent shall be painted to m
atch the building

standard colors.
�

Furnish and install horns & strobes as required.
�

Fully seal and caulk around all penetrations in exterior w
alls and roof.

�
All construction shall conform

 to the standards and regulations adopted by H
azle

Tow
nship, Pennsylvania.

�
The general contractor shall contact all utility com

panies prior to the start of
construction, and verify depth of utilities that m

ay be encountered during such.
�

The general contractor shall be responsible for obtaining all required perm
its, and

otherw
ise com

plying w
ith all applicable regulations governing the project.

�
The general contractor shall field verify existing surface and subsurface ground
conditions prior to the start of construction.

�
Provide fire extinguishers and cabinets, w

here necessary. C
oordinate quantity and

location w
ith fire m

arshal.
�

All floor finish changes shall occur under centerline of door in closed position.
�

Furnish and install Schluter m
etal trim

 on all exposed ceram
ic w

all tile edges
(horizontal and vertical).

�
C

eram
ic tile installation should be installed per m

anufacturer's recom
m

endations
including, but not lim

ited to grout joint thickness, tile sealant, back buttering and
subfloor/tile backer recom

m
endations.

�
Furnish and install crack isolation m

em
brane below

 all ceram
ic floor tile.

�
All interior glazing shall be clear. Tem

per all interior glass.
�

D
oor fram

e blocking and other uses of com
bustible m

aterials is lim
ited as outlined

in the International Building C
ode 603.11.

�
Paint w

arehouse colum
ns 'safety yellow

' up to 10'-0" A.F.F., paint colum
ns gray

from
 10'-0" A.F.F. to underside of joists.

��
Paint colum

ns red up to 10'-0" A.F.F. on colum
ns w

here fire extinguishers or
fire hoses are to be located.

��
Add colum

n label on all four sides.
�

Furnish and install painted 18" w
hite rodent line along all exterior/perim

eter
w

arehouse w
alls.

C
onstruction N

otes
1.

Furnish and install high / low
 drinking fountain w

ith bottle filler per M
EP.

Installation height to com
ply w

ith AD
A / AN

SI.
2.

Furnish and install 24" x 24" m
op sink w

ith FR
P to 8'-0" A.F.F. on all w

alls.
3.

Provide adequate pow
er and w

aterline, if necessary, for tenant furnished and
tenant installed refrigerator and coffee m

achine.
4.

Provide adequate pow
er, data, and blocking for tenant furnish and installed EIT

m
onitor. Speed connect above ceiling w

ith 2-gang filter and surge.
5.

Furnish and install 3A-60BC
 fire extinguisher in sem

i-recessed cabinet -
installation shall com

ply w
ith AD

A / AN
SI.

6.
Provide adequate pow

er and data for printer.
7.

Furnish and install 12" x 24" w
all tile up to 6'-0" above tile cove base.

8.
Paint w

all accent color to full height.
9.

Furnish and install 'W
hite' color m

ini blinds at interior hollow
 m

etal fram
e.

10.
Provide adequate pow

er and data, if necessary, for card reader w
ith badge

access and m
ag lock w

ith ability to "buzz-in" at vestibule door.
11.

Provide adequate electrical for countertop m
icrow

ave.
12.

Furnish and install 5%
 openness, m

anual roller shades.
13.

Furnish and install single traffic guardrail system
.  Final configuration to be

coordinated w
ith tenant.

14.
Furnish and install 6" protective bollards, paint safety yellow

.
15.

Install 12" x 12" floor drain w
ith debris basket/screen per plum

bing in scrubber
dum

p area. Install 6" high concrete curbs and slope floor to drain. Install service
sink faucet and provide 2' m

in. hose extension m
ounted on w

all. C
oordinate final

size and location w
ith client.

16.
Furnish and install 24" high painted num

bers or light gray PVC
 signage w

ith black
num

bers at all dock doors.  N
um

bers/signage to be installed on interior and
exterior face of doors.

17.
Provide adequate pow

er for tenant furnished and installed vending m
achine.

18.
Furnish and install H

VLS fan per electrical. C
oordinate w

ith joist locations and fan
m

anuf. for hanging from
 building structure.

19.
Furnish and install 3'-4" x 4-0" w

indow
 w

ith hollow
 m

etal fram
e and 1/4" tem

pered
glass. M

ounted at 34" a.f.f. to bottom
 of fram

e.
20.

Furnish and install FR
P to 8'-0" A.F.F. on all w

arehouse restroom
 w

alls.
21.

Provide adequate pow
er/data for tim

e clock m
ounted at 48" A.F.F.

22.
Furnish and install FR

P to 8'-0" A.F.F. on w
alls behind and adjacent to scrubber

dum
p.

P2a

perim
eter office partition:

6" m
etal studs at 16" o.c. to 13'-0" a.f.f. w

ith 5/8" gypsum
 board on both sides

w
ith 6" full batt insulation (R

-11 m
in).  Install FR

P to 8'-0" A.F.F. on w
arehouse

side.  U
tilize dens-arm

our plus at interior side of all bathroom
 w

alls.

interior partition:
P2a : 3 5/8" m

etal studs at 16" o.c. w
ith 5/8" gypsum

 board on both sides to 6"
above ceiling w

ith 3 1/2" unfaced batt insulation (R
-11).

P2b : 3 5/8" m
etal studs at 16" o.c. w

ith 5/8" gypsum
 board on both sides to 6"

above ceiling.
U

tilize dens-arm
our plus at interior side of all bathroom

 w
alls. Stud gauge per

supplier.

insulated plum
bing partition:

double 3-5/8" m
etal studs at 16" o.c. (stagger studs in opposite w

all) w
ith 5/8"

gypsum
 board on finish sides to 6" above ceiling w

ith 3-1/2" unfaced sound
attenuation insulation (R

-11) both w
alls. U

tilize dens-arm
our plus at interior side

of all bathroom
 w

alls. Stud gauge per supplier.

interior partition, furred:
3 5/8" m

etal studs at 16" o.c. w
ith 5/8" gypsum

 board on finish side to 6" above
ceiling w

ith 3 1/2" unfaced batt insulation (R
-11) and vapor barrier. Stud gauge

per supplier.

* Expansion Joint N
ote: Expansion joints shall be installed at a m

ax. of 30'-0".
Joints shall also be located to coordinate w

ith anticipated building m
ovem

ent,
structural elem

ents, and substrate transitions.
* W

et W
all N

ote: U
tilize D

ensArm
or Plus in all plum

bing w
et w

alls and all w
alls

adjacent to plum
bing w

alls or w
here anticipated to be in contact w

ith m
oisture.

* W
all H

eight N
ote: U

tilize 3-5/8" m
etal studs at 16" o.c. to an un-braced height

of 13'-8", at heights to 26'-0" use 6" (20 ga.) studs at 16" o.c. - adjust stud size
and spacing for allow

able I/240 deflection for 5 psf w
ind load. Verify stud gauge

w
ith supplier.

P3

P4 P1

Partition Legend

P2b

####

P##

A#.#
#A#.#
#

A#.#
#

###
room

 nam
e

Sym
bol Legend

door tag

colum
n tag

construction note

partition type

elevation

w
all section

enlarged detail
room

 tag

#
dock door tag

#
future dock door tag

R
eflected C

eiling Legend
2 x 4 acoustical ceiling tile per finish schedule

gyp bd ceiling / bulkhead; paint per finish schedule

2 x 4 direct / indirect light fixture per M
EP;

(em
ergency fixture placem

ent per M
EP)

6" recessed, LED
 can light per M

EP w
ith w

hite
trim

 ring

recessed linear LED
 light fixture per M

EP

7" recessed, exterior LED
 can light per M

EP

G
eneral C

eiling N
otes

�
R

efer to G
eneral C

onstruction N
otes and specifications for m

ore inform
ation.

�
R

efer to engineering draw
ings for H

VAC
, electrical fixtures, specifications and

details.
�

R
efer to engineering draw

ings for em
ergency fixture locations and specifications.

�
All ceiling 9'-0" A.F.F. unless noted otherw

ise
�

All headers to be painted w
hite per finish legend.

�
Paint all soffits to m

atch w
all color.

�
Install R

-19 sound attenuation ceiling batts above entire office area.
�

Provide Level 4 finish on all soffits and gypsum
 board ceilings.

�
All headers and soffits to be built 2" below

 ceiling unless noted otherw
ise.
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exterior LED lighting with 1 foot 
candle min. average light intensity

louvers or clerestories as needed

prefinished gutters  
and downspouts with  

downspout guards

load bearing, non-insulated tilt-up 
concrete panels with decorative 

reveals and textured paint

prefinished 9’-0” x 10’-0” insulated overhead 
doors with view panels, and dock equipment 

and 12’-0” x 14’-0” drive-in doors

concrete truck apron

metal grate stairs  
and railings

52’-0” x 50’-0” typical  
structural bay spacing

36’-0” clear height at  
joists beyond speed bay

45 mil TPO roof with  
R-30 insulation

ESFR fire sprinkler system

metal deck shop primed white 

high bay LED lighting  
with 30 foot candle min. 
average light intensity

fire extinguishers surface  
mounted within 75’-0”
travel distance

7” concrete slab over compacted subbase

52’-0” x 60’-0” speed bay structural spacing

white foil faced rigid  
insulation on interior walls

500 W. TIMBERLINE DRIVE 
BUILDING 10 0 , HAZLETON, PA
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Jim Belcher, SIOR
Vice Chairman
t  610-755-6991
jim.belcher@nmrk.com

Stephen J. Cook II
Associate Director
t  610-755-6975
stephen.cook@nmrk.com

Nick Pickard, CCIM
Managing Director
t  610-755-6920
nick.pickard@nmrk.com

Michael Spaeder
Associate 
t  610-755-6971
michael.spaeder@nmrk.com

1000 Continental Drive, Suite 200, King of Prussia, PA 19406    
610-265-0600 
nmrk.com

Licensed in Pennsylvania as Newmark Real Estate 

The information contained herein has been obtained from sources deemed reliable but 
has not been verified and no guarantee, warranty or representation, either express or 
implied, is made with respect to such information. Terms of sale or lease and availability 
are subject to change or withdrawal without notice.


